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G 1S| NG LE PORTABLE REFRIGERANT RECOVERY UNIT
OIL-LESS, SINGLE CYLINDER

Manufactured by

ADLPDPICMN

FOR USE WITH:

Group Il R12, R134a, R401C, R406A, R500

Group IV R22, R401A, R409A, R401B, R412A, R411A,
R407D, R22, R411B, R502, R407C, R402B,
R408A, R509

GroupV R407A, R404A, R402A, R507, R407B, R410A

UL CERTIFIED

Per ARI Standard 740-88

To meet or exceed EPA regulations.
For use with class I, IV and ¥ refrigerants.

Features Specifications

= Refrigerant-isolated crankcase eliminates bearing contamination Power: 1/2 HP, 115 VAC, 60 Hz, 10 Amps

= Solid-mounted pistons eliminate wrist pins and bushing wear Weight: 22 Lbs

e 7-inch, 10-blade turbine fan blasting 600 CFM of cooling air Dimensions: 11.38" L x 9.40" W x 10.30" H

« 550 PSI h|gh pressure shut off for R410A Applications

= Pumps direct liquid and vapor i -

= Simple, easy-to-use design; no purge cycle required = Commercial A/C = Ductless Splits

 Pumps virgin refrigerant; no oil required = Commercial Refrigeration = Heat Pumps

o Field serviceable = Residential A/C = PTACs

= UL certified per ARI Standard 740-98 = Appliances - = Vending Machines
= Roof Top Units = |ce Machines

Recovery Diagram

MANIFOLD
GAUGE SET

LIQuID

INLINE
FILTER ~-

SIGHT GLASS - -
(OPTIONAL) I I

RATED IN ACCORDANCE WITH ARI STANDARD 740-98

| Refrigerant Push/Pull Liquid Vapor
Groups Liquid Refrigerant Refrigerant Refrigerant
1 10.78 Ibs./min. 8.53 Ibs./min. 0.26 Ibs./min.
\% 11.31 Ibs./min. 5.83 Ibs./min. 0.31 Ibs./min.
\% 12.14 Ibs./min. 4.31 Ibs./min. 0.26 Ibs./min.
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PORTABLE REFRIGERANT RECOVERY UNIT, GSTW' N mmm
OIL-LESS, TWIN CYLINDERS

Manufactured by

ADPDICMN

FOR USE WITH:

Group Il R12, R134a, R401C, R406A, R500

Group IV R22, R401A, R409A, R401B, R412A, R411A,
R407D, R22, R411B, R502, R407C, R402B,
R408A, R509

GroupV R407A, R404A, R402A, R507, R407B, R410A

UL CERTIFIED

Per ARl Standard 740-88

To meet or exceed EPA regulations.
For use with class I, IV and ¥ refrigerants.

INININOT AYINAOD3Y

Features Specifications
< Suitable for high-volume recovery Power: 1/2 HP, 115 VAC, 60 Hz, 10 Amps
< Twin cylinders/twin condensers Weight: 24 Lbs
= Refrigerant-isolated crankcase eliminates bearing contamination Dimensions: 13.75" L x 9.40" W x 10.30" H
= Solid-mounted pistons eliminate wrist pins and bushing wear Aoolications
= 7-inch, 10-blade turbine fan blasting 600 CFM of cooling air pp - —
= 550 PS| high pressure shut off for R410A = Commercial A/C = Factory/Production Lines
= Simple, two-valve operation; no purge cycle required = Commercial Refrigeration = Pumping Stations
= Pumps direct liquid and vapor with no throttling required = Residential A/C = Salvage Yards
= Pumps virgin refrigerant; no oil required = Chillers = Ice Rinks
« Field serviceable = Supermarkets = Roof Top Units
= Ocean Vessels
F .'\\
Recovery Diagram =y .
MANIFOLD

GAUGE SET

LiQuip

VAPOR
LiQuiD

SIGHT GLASS

(OPTIONAL)
RATED IN ACCORDANCE WITH ARI STANDARD 740-98 k l 1l
Refrigerant Push/Pull Liquid Vapor % B
Groups Liquid Refrigerant Refrigerant Refrigerant
1 16.59 Ibs./min. 6.20 Ibs./min. 0.61 Ibs./min.
v 1758 Ibs./min. 6.99 Ibs./min. 0.55 Ibs./min.
\% 10.19 Ibs./min. 3.47 Ibs./min. 0.66 Ibs./min.

Fax: 215-638-9270 info@nrproducts.com Langhorne, Pa 19047
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